
• Disassembles into 3 components for easy  
lifting and transport


• Edges within 1/8” (3mm) to the wall.


• Concrete Prep – safely removes thinset, VCT glue, 
carpet glue, epoxy, paint, levels and preps uneven floors


• Wood Deck Refinishing – 3 Step SandPaperLess 
Refinishing System


• Subfloor Prep – safely removes thinset, VCT glue, carpet 
glue, epoxy and paint

wood Decking

Concrete

One Machine, Multiple Applications at an Amazing Price 
New Customers, Greater ROI and Profit!=

IS REVOLUTIONIZING  
THE RENTAL INDUSTRY  

PAY FOR

AT $195 PER DAYIN JUST 40 RENTALS

CAD$7795

“We are very pleased with the way that our 
relationship with WerkMaster has 
developed and we look forward to 

broadening and deepening the association 
between our two companies.” 

Stefano Paolone 
Head of Tool Rental  

The Home Depot Canada

“

110V

RUNS ON
STANDARD

110V



WerkMaster Grinders & Sanders Inc.
6932 Greenwood Street,
Burnaby, BC
V5A 1X8

604-629-8700
1-866-373-WERK (9375)
sales@werkmaster.com

support@werkmaster.com

Step-by-Step “How to” Video Training at werkmaster.com/training-videos

Tech Specs (1400) 110V

SKU 001-0147-00

Footprint: in (cm) 14 (35.6)

Disc Size: in (cm) 5 (12.7)

Weight: lbs (Kg) 206 (93.4)

Variable Frequency Drive 400-700 RPM

Horsepower 1.5

Voltage 110V Single Phase

Breaker Size 15 AMP

Vacuum Req 200 CFM

Min. Generator 2.0+ kW

Contact us NOW to start growing your 
Rental Business with WerkMaster’s 
Flooring Systems and Solutions 

sales@werkmaster.com 
1-866-373-9375

Concrete Prep

002-1453-00

Removes thinset, glue and paint from 
plywood and subfloors

Covers 15-20 Rentals on average 

002-1511-00

Subfloor Prep 
& Wood Decking

Removes thinset, VCT glue, carpet glue, 
epoxy, paint, levels and preps uneven floors 

Easy to install and replace

Covers 15-20 Rentals on average

16 Grit Diamond Abrasive 
Metal Bond Full Plate Tooling   

TurboRasp Diamond 
Abrasive Plug ‘N Go Tooling

Wood Deck 
Refinishing

Step 1: Use TurboRasp to remove stains 
and paint, and to even out surface


Step 2: Use TurboBrade


Step 3: Use TurboFinish


